MOTORSPORT

Engineered For Performance

2.0T FSI TWINtake Air Induction Kit

Applications:
MK5 VW Golf GTI and Jetta GLI (2.0T FSI only)
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Tools Required:

- T20, T25 and T30 Torx drive bits

-24mm 12-p o i triplesguared ) soc ket

- 7mm socket and/or Flat-head Screwdriver

- Large pliers

- 3mm and 5mm Allen Wrenches

- Phillips-head / Pozi-drive Screwdriver

- Protective eyewear and gloves are also recommended

Please thoroughly read through and familiarize yourself with these instructions in their entirety prior to
beginning the installation process of any component. Please also ensure that the vehicle and engine have
cooled down sufficiently to avoid risking skin burns or other injury.

These instructions account for a vehicle that still utilizes an OEM intake system. If you are replacing another
aftermarket intake, please refer to that product's installation instructions for its removal.

Engine Cover Removal

You will need to remove the two clips that secure the hose going from the cover to the turbo at the top left of
the cover just to the left of the MAF sensor connection. Pull this hose out of its connection to the cover.

You can remove the front intake hose as pictured below by removing the 2x T25 Torx securing screws on its
front edge on the underside of the radiator support / slam panel, and the spring type clamp at the rear where it
attaches to the engine cover. Save the two screws for later use.



Disconnect the wiring connector to the MAF sensor at the top left corner of the cover. The engine cover can
then be pulled upwards at each corner to break loose its 4 x rubber mounting points.

Now remove the plastic hose and large rubber o-ring components that are left on the inlet of the turbo at the
rear of the engine; this is retained by a spring type hose clamp the same as that already removed from the
corrugated hose leading into the engine cover.

Using your 24mm 12-point socket, remove the two plastic engine cover mounting posts at the rear of the
engine and use them to secure the supplied heat shield retightening the posts no more than about 5 Ib-ft as

they may crack if tightened too much.



